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Kayma Fren Ciftinin Agirhigi : 13 Kg.

TiP/TYPE : AKF1 Weight of a couple progressive safety gear : 13 kg.
RAY KALINLIGI / RAY DURUMU / MAXIMUM iziN VERILEN YUK / MAXiMUM FRENLEME HIzI /
RAIL THICKNESS RAIL CONDITION MAXIMUM LOAD (P+Q) MAXIMUM TRIPPING SPEED

16 mm. KURU / DRY (720 - 1870) KG 2.16 m/sec.
16 mm. YAGLI / LUBRICATED (620 - 1620) KG 2.16 m/sec.

TiP/TYPE : AKF2
RAY KALINLIGI / RAY DURUMU / MAXIMUM iziN VERILEN YUK / MAXIMUM FRENLEME HizI /
RAIL THICKNESS RAIL CONDITION MAXIMUM LOAD (P+Q) MAXIMUM TRIPPING SPEED

9 mm. KURU / DRY (720 - 1870) KG 2.16 m/sec.
9 mm. YAGLI / LUBRICATED (620 - 1620) KG 2.16 m/sec.

RAY OZELLIKLERIi / RAIL CHARACTERISTICS
MALZEME / MATERIAL RAY KALINLIGI / RAIL THICKNESS

St 37-2 Soguk Cekilmis veya St 42-2 islenmis
ISO 7465’e Uygun

St 37-2 Cold drawn or St 42-2 machined (9/16) mm
According To ISO 7465

Akar AKF kaymali fren sorunsuz kolay montaj igin dretilmistir. Kaymal frendeki tim civatalar ve somunlar
gevsemeye karsi sikilip, mihdrlenmistir. Kayma frenden herhangi bir parga sékilmemesi glvenlik agisindan
¢ok onemlidir. Urinimiz EN 81-1 EN 82-2 standartlarinin tiim gereklerini karsilamaktadir.

Akar progressive safety gear is manufactured for easy assembly without problem. Not to loose and remove
of any part on progressive gear is very important for safety. Therefore all the bolts and nuts are tightened
and sealed to prevent any loosing. Our product meets all requirements of EN 81-1 and EN 81-2 standarts.
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