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TiP/TYPE : AKF 78

Soguk Cekme Ray (ISO 7465’e UYGUN) Kayma Fren Ciftinin Agirhgr : 24 Kg.
For cold - drawn guide rails (According to ISO 7465) Weight of a couple progressive safety gear : 24 Kg.
ASAGI YON / RAY KALINLIGI / MiN.-MAX. YUK (P+Q)/ | MAXiMUM FRENLEME HIZI /
DOWN ACCELERATION TYPE RAIL THICKNESS MIN.-MAX. LOAD (P+Q) | MAXIMUM TRIPPING SPEED
AKF 7 (LUBRICATED RAIL) (YAGLI RAY) 16 mm (667 - 1210) KG 2.00 m/sn.
AKF 8 (LUBRICATED RAIL) (YAGLI RAY) 9mm (667 - 1210) KG 2.00 m/sn.
YUKARI YON / RAY KALINLIGI / MiN.-MAX. KUVVET MAXiMUM FRENLEME HIZI /
UP ACCELERATION TYPE RAIL THICKNESS MIN.-MAX. FORCE MAXIMUM TRIPPING SPEED
AKF 7 (LUBRICATED RAIL) (YAGLI RAY) 16 mm 4612-7188 N 2,00 m/sn.
AKF 8 (LUBRICATED RAIL) (YAGLI RAY) 9 mm 4612-7188 N 2,00 m/sn.

Akar AKF 78 Cift Yonlu Kaymali Fren sorunsuz kolay montaj icin dretilmistir. AKF 78; sisteme zarar vermeden caligir.
Kaymali frendeki tim civatalar ve somunlar gevsemeye karsi sikilip, muhdrlenmistir. Kayma frenden herhangi bir parca
sokilmemesi givenlik agisindan ¢ok énemlidir. Urliniimiz 95/16/EC, EN 81-1 standartlarinin tim gereklerini karsilamaktadir.

Akar AKF 78 bi-directional progressive safety gear is manufactured for easy assembly without problems. AKF 78 does
not cause any damage on the car. Not to loose and remove of any part on progressive gear is very important for safety.
Therefore all the bolts and nuts are tightened and sealed to prevent any loosing. Our product meets all requirements of
95/16/EC and EN 81-1 standarts.
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